TWIN COMANCE B (PA30)

REFERENCE SHEET





VSO�
69�
�
VS�
76�
�
VMC�
90�
�
VSSE�
100�
�
VX�
90�
�
VREF�
100�
�
VY�
112�
�
VFE�
125�
�
VLE/LO�
150�
�
EnRoute Climb�
130�
�
Normal Cruise�
181 (SL)


194 (8000ft)�
�
VNO�
�
�
VNE�
205�
�
All Speeds in MPH





Oil Capacity�
 8qts each engine�
�
Tire Pressures (All)�
 42psi�
�
Absolute Ceiling�
20,000


7,100 (SE)�
�
Service Ceiling�
18.600


5,800 (SE)�
�






Typical Performance


Takeoff (Short)�
1250 ft�
�
Takeoff (50ft)�
2160 ft�
�






Fuel Consumption:


75%�
17.2 gph�
�
65%�
15.2 gph�
�
Total Fuel: 90 gal


Usuable   : 84 gal


Mains      : 30/27 each


Aux         : 15/all each


For crossfeed operation – Operating Engine Fuel Selector to Crossfeed


Fuel Gauges – Switch between Main and Aux





Engine�
Lycoming IO-320-B 160 hp�
�
Propeller�
Hartzell HC-E2YL-2�
�
Zero Thrust�
10” MP 2200 RPM�
�
Wing Loading�
20.2 lbs/sq. ft.�
�
Power Loading�
11.3lbs.hp�
�






Electrical:


12v DC single bus


12v 50 amp/hr generator


35 amp/hr battery


Battery located in fuselage nose


Vacuum:


2 engine driven dry pumps


Alternate static lower left sid of control quadrant.





HEATING AND VENTILATION


To heat BEFORE engine start:


MASTER ON


RIGHT AUX PUMP ON


SET HEATER


FAN ON for landing or taxi


FAN ON for several minutes before shutdown





CRUISE PERFORMANCE
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WEIGHT % BALANCE STATIONS


FRONT SEATS�
84.8�
�
REAR SEATS�
120.5�
�
BAGGAGE 1�
142.0�
�
FUEL – MAINS�
90.0�
�
FUEL - AUX�
95.0�
�
Max Gross Weight: 3600lbs


Baggage Max: 250lbs
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