	KFC-200 Autopilot

Pre-Flight Check

Test Button

Yaw Damp ON

All modes indicate

Red Trim Flashes (4)

Audible Sound

Left yoke switch

Solenoid engages – trim does NOT run.

Right yoke switch

Solenoid engages – trim does NOT run.

Trim stop to stop

Requires 38 + 4 secs

Run trim

Overpower with trim wheel

Engage FD, AP

Hold CWS switch

Center controls

Release CWS

Check overpower controls

Engage FD, AP

Pitch UP cmd, hold yoke

Nose-up trim after 3 sec delay

Pitch DOWN cmd, hold yoke

Nose-down trim after 3 sec delay

Engage HDG

Set bug RIGHT

Yoke turns right

Set bug LEFT

Yoke turns left

Disengage FD, AP

Set trim.


	Century 1 Autopilot (305FW)

Pre-Flight Check

Verify trim operation with yoke switch

Trim runs as commanded.

Hold center bar

No trim operation

Rocker only

No trim operation

Test Button

All lights flash

AUTOTRIM flashes,

Steady,

Flashes

All lights steady

After 3-5 secs AUTOTRIM and FAIL flash continually

Hold Test, Run Trim

No trim operation

Release Test

All lights except HDG and ATT extinguish

Set trim



	GEM INSIGHT OPERATION

Lean Mode – Press Reset 2 secs.

EGT annunciator top left starts to blink

Leannest cylinder blinks.

Procedure
Coarse lean to maximum bar rise

Enter Lean Mode

Lean until one EGT column blinks

Enrich as appropriate

1 bar – best economy

3-4 bars – best power

Monitor Mode – Press Reset momentarily

EGT annunciator steady

Stores current readings. 

Temperature rise of 50’F, column starts blinking.

Test Mode

Power OFF - Hold Reset - POWER ON

Used before engine start.

Used only if trouble is suspected.

During Runup Mag Check

Check for 2-4 bars temperature rise.
	FT-101 Fuel Flow Computer

Flashes on Power-up

Push Test/Total to see total used since last reset.

When re-fueling to a known quantity

Reset so totalizer reads 0.0.

Normal display – fuel flow in GPH.

Davtron M800 Clock
Setting GMT

Display GMT with SELECT button

SELECT and CONTROL together

CONTROL – changes digit

SELECT – selects digit

Setting LT

Display LT with SELECT button

Then as above.

ET Count Up

Display ET with SELECT button

CONTROL – starts count and resets

ET Count Down

Display ET with SELECT button

Set time as for GMT

CONTROL to start countdown

SELECT or CONTROL to cancel alarm




