KLN-94/98 – IFR Flight Notes


	Startup
	Database Currency
	
	

	Startup
	Quick-tune configuration (KLN-94)
	SET-14
	

	Startup
	Configure map display info.
	NAV-4, MENU / SET-7 or MNU
	

	Startup
	ALT Alert Setup
	SET-9 / SET-13
	

	Startup
	Create a Flight Plan
	
	

	Startup
	Flight Plan Display Options
	CRSR
	

	Startup
	Direct To
	
	

	Startup
	Cancel Direct To
	D->, CLR, ENT
	

	Startup
	NAV-1 
	
	

	Startup
	NAV-2 – Reference Position
	
	

	Startup
	Set Altitude Alert
	ALTx2
	

	Startup
	Quick-tune Demo
	
	

	En-Route
	Nearest Airport (or NAVAID)
	
	

	En-Route
	Always show Nearest
	CRSR – position ‘1’
	

	En-Route
	Cancel Direct To – FP Re-align
	D->, CLR, ENT
	

	En-Route
	NAV-3 – Times
	
	

	En-Route
	NAV-4 – Line 4 Options (KLN-89)
	CRSR ‘>’ CLR, DTK, GS, ETE, X-TRK
	

	En-Route
	NAV-4 – Line 4 Options (KLN-94)
	TK, BRG, RAD, GS
	

	En-Route
	NAV-4 – Line 5 Options (KLN-94)
	ETE, X-TK, VNAV
	

	En-Route
	De-clutter
	CLR
	

	En-Route
	OBS Mode
	
	

	
	
	
	

	Arrival
	VNAV – Setup and Demo
	
	

	Arrival
	Load Approach – RNAV-T
	ACT-8, APT-8, PROC (KLN-94)
	

	Arrival
	Execute RNAV-T Approach & Miss
	
	

	Arrival
	Load Approach – Overlay NDB or VOR
	IAF or VTF (KLN-94)
	

	Arrival
	Load Approach – Vectors (optional)
	VTF (KLN-94)
	

	Arrival
	DME Arc (optional)
	CRSR IAF, CLR, ENT
	

	Arrival
	ILS Monitoring
	
	

	Arrival
	Visual - OBS Mode – runway centerline
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